
Pressure & Temperature 
 

Pressure range:- 
 

PN16 Rated 

 

Temperature Range:- 
 

-10oC to 220oC 

Approvals, Features & Benefits 
 • Suitable for a wide range of fluids • Simple & economical • Low cracking pressure • Low pressure drop • Easy maintenance • Full bore 

A simple and economical standard ball check 
(non-return) valve with a stainless body suitable 
for a wide range of fluids.  
 

This valve has a very low cracking pressures 
and  pressure drops.  
 

It can be installed in the horizontal and vertical 
positions. 

 
All data is designed as a guide and should not be regarded as wholly accurate in every detail 
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Stainless Steel 
Standard Ball 

Lift Type 

Check (Non-Return) Valve 
 

BSPP Threaded 

Check (Non-Return) Valves     

BSP 1 1¼ 1½ 2 

A 110 110 120 140 

B 57 57 64 77 

H 85 85 90 115 

L 141 141 150 175 

Kv 21 29 57 78 

Cracking Pressure (mbar) 2.35 1.43 1.56 4.49 

Weight Kg 2.2 2.2 2.8 3.9 

MATERIALS  

Body Stainless Steel (316) 

Bonnet Stainless Steel (316) 

Ball Aluminium & Viton 

Gasket Viton 

Bolting Stainless Steel (A4) 


