
Pressure & Temperature 
 

Pressure range:- 
 

PN16 Rated 

 

Temperature Range:- 
 

16 bar @ 120oC 

10 bar @ 225oC* 
 

* Steam 180oC 

 

  

Approvals, Features & Benefits 
 • Suitable for seawater, air, oil, steam & water • High quality construction  • Metal seat • Must be installed in the horizontal position • Spring loaded option 

A robustly constructed marine quality bronze, 
lift type check (non-return) valve  particularly 
suitable for  seawater and marine applications, 
also good for steam,  water, oil and other   
neutral non aggressive liquids. 

DN 10 15 20 25 32 40 50 65 80 

G (BSP) 3/8 1/2 3/4 1 1 1/4 1 1/2 2 2 1/2 3 

L 60 65 75 90 105 120 145 170 200 

H 40 40 50 50 60 65 75 90 100 

Weight Kg  0.3 0.4 0.5 0.9 1.3 1.9 3.0 5.8 7.3 

JV080050 
 

Bronze 

Metal Seated 

Marine Quality 

 Straight Lift Type 

Check (Non-Return) Valve 
 

BSP Threaded 

MATERIALS  
Body Bronze (LG2) 

Disc (DN10-DN40) Bronze (LG3) 

Disc (DN50-DN80) Bronze (LG2) 

Plug (DN10-DN32) Special Brass (CZ 114) 

Plug (DN40-DN80) Bronze (LG2) 

Bonnet Gasket PTFE 
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